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Subject:	Baseline (17 January 1995) version of the “Character/Glyph Model”


Action Requested:	Critique and suggest changes by 3 March, 1995


Enclosed is the 17 January 1995 version of the “Character/Glyph Model”.  It has been updated based on the resolutions of SC2/WG2 and the recent liaison letter from X3V1 (X3V1/94-140).  The differences between our September 1993 version and the current version are shown on the next page.  Let’s plan to use this version as the baseline version for future changes to the document.  Please read the document carefully and submit any suggestions for changes to me by 3 March, 1995.  Thank you.





�
Differences between the September 1993 version and the current version


1.2.  Purpose


The purpose of this report is to:


3.	indicate that it is unnecessary and inadvisable:


inadvisablea.	in coded character sets, to encode additional presentation forms


b.	in glyph registries, to register additional glyphs with the same shapes where the glyphs are solely distinguished by association to different characters


forms in coded character sets 	and describe alternatives;


4.  Recommendations


2.	To facilitate the formatting and presentation of ISO/IEC 10646 encoded character data, a set of associations between 10646 coded characters and ISO/IEC 10036 glyphscharacters coded in 10646 and glyphs registered according to ISO/IEC 10036 should be defined. In particular, AFII should provide a table to document the ISO/IEC 10036 glyph identifier (or in the case of East Asian ideographs, the glyph identifiers) used to print each code position in the ISO/IEC 10646 standard.


A.	The term “association” in this context means that some glyph is suitable for presenting a coded character or a sequence of coded characters under appropriate circumstances.


B.	At least one glyph should be associated with each coded character.


C.	A coded character may be associated with multiple glyphs; likewise, a glyph may be associated with multiple coded characters.


D.	Some glyphs may not be associated with any single character; other glyphs may be associated only with a sequence (string) of characters (a coded-character-data-element).
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